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Executive	Summary	
 

This Monitoring Plan  (Plan) has been prepared  to satisfy  the requirements of  the California Statewide 

Groundwater Elevation Monitoring (CASGEM) Program. CASGEM was developed by the Department of 

Water Resources (DWR) in response to the passing of Senate Bill Number SBx7‐6 in November 2009. The 

law  directs  that  groundwater  elevations  in  all  basins  and  subbasins  in  California  be  regularly  and 

systematically monitored, preferably by local entities, with the goal of demonstrating seasonal and long‐

term trends  in groundwater elevations. DWR  is directed to make the resulting  information readily and 

widely available to the public. The CASGEM program will establish a permanent, locally‐managed system 

to monitor groundwater elevation in California’s alluvial groundwater basins and subbasins identified in 

California’s  Groundwater  Bulletin  118.  The  CASGEM  program  will  rely  and  build  on  the  many, 

established local long‐term groundwater monitoring and management programs. Through the CASGEM 

program,  local monitoring parties with appropriate authority may notify DWR of  their  intent  to be  a 

Monitoring Entity. A Monitoring Entity is a local agency or group that voluntarily takes responsibility for 

conducting or coordinating groundwater level monitoring and reporting for all or part of a groundwater 

basin. The Eastern Municipal Water District is acting as the Umbrella Monitoring Entity for the entire San 

Jacinto  Groundwater  Basin  and  will  be  collecting  and  reporting  groundwater  elevation  data  from 

cooperating agencies to DWR for the San Jacinto Groundwater Basin. 

This  Plan  presents  the  groundwater  level  monitoring  plan  for  the  San  Jacinto  Groundwater  Basin, 

however  it  is not a basin management plan. This Plan contains a general description of the San Jacinto 

Groundwater Basin along with the number of wells being monitored and maps of the spatial distribution 

of  the wells.  The  techniques  and  instruments  used  to  collect water  level  data  are  described  in  this 

document along with how reference points and ground surface elevations are determined. 

Water  level monitoring of the San Jacinto Groundwater Basin  is performed to determine the seasonal 

fluctuation of groundwater and to track trends in groundwater levels. The data obtained is used for the 

purpose of  land use planning and  to assist with monitoring groundwater conservation efforts  in over‐

drafted  areas.  To meet  these  objectives, water  levels  are measured  by  EMWD  staff  twice  per  year. 

Water levels are measured by cooperating agencies monthly and reported to EMWD. 

This Water Level Monitoring Plan is subject to change as the monitoring network changes. Revisions will 

be submitted to DWR when additions or removal of wells from the monitoring network occurs.  
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1.0 Introduction	
The  Eastern Municipal Water District  (EMWD)  encompasses  an  area  of  555  square miles  in western 

Riverside County and overlies the cities of Moreno Valley, Perris, Menifee, Murrieta, Temecula, Hemet 

and San Jacinto, as well as other unincorporated areas.  A vast majority of the San Jacinto Groundwater 

Basin (8‐5) as defined  in California’s Groundwater Bulletin 118  lies with EMWD’s boundary (See Figure 

1). 

Figure 1. Map of Eastern Municipal Water District and San Jacinto Groundwater Basin Boundaries 
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1.1	Plan	Organization	
This  Plan  is meant  to  be  a  guide  in  implementing  groundwater monitoring  within  the  San  Jacinto 

Groundwater Basin and is organized into the following sections: 

 Section 1.0 describes  the general  locale of  the San  Jacinto Groundwater Basin along with  the 

basis  and  rationale  of  the  overall monitoring  plan  as well  as  cooperating  agencies  and  their 

respective roles. 

 Section  2.0  provides  an  overview  of  the  San  Jacinto Groundwater  Basin  geology  and  briefly 

describes the hydrogeologic conditions. 

 Section 3.0 describes the monitoring network including factors that affect groundwater levels.  

 Section 4.0 discusses  the water  level monitoring data  collection methods  for measurements, 

and any equipment calibration/standardization if required. It also describes how the water level 

data is managed and stored, as well as reporting requirements for the CASGEM program.  

 Section 5.0 lists cited references.  

 Appendix  A  lists  all  wells  used  for  water  level  monitoring  along  with  selected  attribute 

information for each well.  

 Appendix B shows an example of a general well data form (DWR Form 429). 

 Appendix  C  shows  an  example  of  a  groundwater  level  data  form  for manual measurements 

(DWR Form 1213). 

 Appendix  D  shows  an  example  of  a  groundwater  level  data  form  for  vented  or  non‐vented 

pressure transducer with data logger. 

1.2	Scope	and	Purpose	
The  purpose  of  this  Plan  is  to  provide  a  detailed  description  of  the  strategies  and  activities  of  the 

groundwater  level  monitoring  program  to  satisfy  the  CASGEM  program  requirements.  The  basic 

components of a CASGEM plan are: 

 A discussion of the well network. 

 Identify the wells in the monitoring network including maps of the wells. 

 Discussion of the monitoring schedule. 

 Description of the field methods used to collect water level data. 

 Discussion of the roles of cooperating agencies, if applicable. 

 Description of the monitoring plan rationale. 

1.3	Monitoring	Objectives	
The San Jacinto Groundwater Basin provides water for domestic,  industrial, municipal, and agricultural 

uses. Some estimates place groundwater as providing approximately forty percent of total water use in 

the basin, while some of the more remote areas in the basin are completely reliant upon groundwater 

as their sole source of water. The objectives of collecting water  level data for EMWD, and other water 

agencies, are to track trends in water level change for policy making decisions and also to monitor water 

production, conservation, and recharge. 



Water Level Monitoring Plan for the San Jacinto Groundwater Basin – December 2011 

8 
 

1.4	Cooperating	Agencies	and	Respective	Roles	
Cooperating agencies within San Jacinto Groundwater Basin include, but are not limited to: EMWD, Lake 

Hemet  Municipal  Water  District,  City  of  Hemet,  City  of  San  Jacinto,  City  of  Perris,  Nuevo  Water 

Company, Box Springs Mutual Water Company, and California Department of Fish and Game. The roles 

of these cooperating agencies are to: allow EMWD access to their wells for monitoring purposes, or to 

monitor their wells and report the results to EMWD.  
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2.0 San	Jacinto	Groundwater	Basin	Hydrogeology	
This section provides a brief description of  the geologic and hydrogeologic setting  for  the San  Jacinto 

Groundwater Basin as described  in California’s Groundwater Bulletin 118  (See Figure 2). The geology 

and hydrology of the San Jacinto Groundwater Basin has been reported  in numerous available studies 

and thesis, and therefore, are not gone into detail in this Plan.  

Figure 2. Map of the San Jacinto Groundwater Basin Boundary 
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2.1	Basin	Boundaries	and	Hydrology	
The  San  Jacinto  Groundwater  Basin  underlies  San  Jacinto,  Perris, Moreno,  and  Menifee  Valleys  in 
western Riverside County and encompasses 293 square miles. This basin is bounded by the San Jacinto 
Mountains on the east, the San Timoteo Badlands on the northeast, the Box Mountains on the north, 
the  Santa Rosa Hills  and Bell Mountain on  the  south,  and unnamed hills on  the west.  Lake  Perris  is 
located  in  the  eastern part of  Perris Valley.  The  valleys  are drained by  the  San  Jacinto River  and  its 
tributaries. Average annual precipitation ranges from 10 to 18 inches. 

2.2	Hydrogeologic	Information	

2.2.1	Water	Bearing	Formations	
The San Jacinto Groundwater Basin contains sediments that have filled faulted and fractured valleys and 
canyons incised into crystalline basement rock. The municipal aquifer is comprised of younger and older 
alluvium  (TechLink  2002). Maximum  depths  of  valley  fill  reach  about  900  feet  in  the  western  and 
northern parts of  the basin, but may exceed 5,000  feet  in  the eastern part of  the basin between  the 
Casa Loma and Claremont  faults  (TechLink 2002). Unconfined  to confined groundwater conditions are 
found in the eastern part of the basin between the Casa Loma and Claremont fault (DWR 1959; TechLink 
2002). Wells in this basin produce 200 to 2,600 gpm. 

2.2.2	Younger	Alluvium	
The  younger  alluvium  in  the  southeastern  part  of  the  basin  is  generally  coarse  and  permeable with 
specific yield estimated to range from about 12 to 15 percent (TechLink 2002). In other parts of the 
basin, specific yield is estimated at about 5 to 10 percent. 

2.2.3	Older	Alluvium	
The older alluvium may correlate to sediments of Pleistocene age that are exposed in the San Timoteo 
Badlands and underlies the San Jacinto River near the confluence of Bautista Creek (DWR 1959). These 
sediments  generally  contain more  fine material  and  are  believed  to  have  lower  specific  yield  and 
transmissivity values than the younger alluvium. 

2.2.4	Restrictive	Structures	
The San Jacinto fault zone cuts through the eastern part of the basin and is composed of five northwest 
trending segments: the San Jacinto, Claremont, Hot Springs, Park Hill, and Casa Loma faults (DWR 1978). 
These active faults vary from impermeable to semi‐permeable barriers to groundwater movement (DWR 
1959; TechLink 2002). 

2.2.5	Recharge	Areas	
Natural  recharge  to  the  basin  is  primarily  from  percolation  of  flow  in  the  San  Jacinto  River  and  its 
tributary streams;  less recharge  is from  infiltration of rainfall on the valley floor. The primary recharge 
area  for  the confined aquifers  is  found where  the San  Jacinto River and Bautista Creek enter  the San 
Jacinto Valley  (DWR 1959). Natural recharge  is augmented by spreading of State Water Project  (SWP) 
and  reclaimed water  through  infiltration ponds  in  the upper  reaches of  the San  Jacinto River  (EMWD 
2002;  TechLink  2002).  Percolation  of  water  stored  in  Lake  Perris  has  been  an  additional  source  of 
recharge since construction of the lake in the 1970s, and incidental recharge occurs at several reclaimed 
water  storage  ponds  distributed  throughout  the  valley.  Artificial  percolation  can  exceed  natural 
recharge, particularly in years with low precipitation (EMWD 2003). 
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2.3	Groundwater	Level	Trends	
Prior  to  the  extraction  of  groundwater  from  the  basin,  groundwater  flow was  generally  toward  the 
course of  the San  Jacinto River  trending  to  the southwest  (Techlink 2002). High extraction  rates have 
produced  groundwater  depressions  and  locally  reversed  the  historical  flow  pattern  (TechLink  2002). 
During the 1960s, groundwater levels in the western and central parts of the basin declined; whereas, in 
the south‐central part of the basin, they were moderately stable (DWR 1978). During the 1970s through 
the 1990s, groundwater  levels declined about 20 to 40 feet  in the northern and southeastern parts of 
the basin and were  relatively  stable  in  the  southern part of  the basin. During  the 1970s  through  the 
1980s, groundwater  levels rose 80  to 200  feet  in  the western part of  the basin because of  infiltration 
from Lake Perris (Techlink 2002). During 2001 and 2002, groundwater levels generally rose in the central 
part of the basin and declined in the northeastern and southern parts of the basin (EMWD 2002; 2003). 
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3.0	Groundwater	Level	Monitoring	in	the	San	Jacinto	Groundwater	Basin	
The  following  subsections discuss  the water  level monitoring  efforts  in  the  San  Jacinto Groundwater 

Basin  including  historical  background  and  current  wells  being  monitored  by  participating  agencies. 

Currently, there are approximately 312 wells in the Monitoring Network (see Figure 3 and Appendix A). 

Figure 3. Map of Monitoring Network of Wells in the San Jacinto Groundwater Basin 
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3.1	Monitoring	History	
EMWD  as well  as  other  cooperating  agencies  have  a  long  history  of measuring  groundwater  levels 

throughout the San Jacinto Groundwater Basin. Water level records go back to the early 1900’s, but can 

be very sparse in certain areas. The most comprehensive records begin in the early 1990’s. Wells added 

to the network have always been on a voluntary basis with the permission of the owner. As such, the 

monitoring network has had additions and deletions over time as ownership has changed hands and the 

new owners have opted out of the program, or when older wells have been destroyed or have become 

otherwise un‐measurable. 

3.2	Current	Monitoring	
Groundwater level monitoring in the San Jacinto Groundwater Basin is currently being performed under 
the  auspices  of  two  groundwater  management  plans:  the  West  San  Jacinto  Basin  Groundwater 
Management Plan (WSJBGMP) and the Hemet/San Jacinto Water Management Plan (HSJWMP).  
 
In the western half of the San Jacinto Groundwater Basin, EMWD adopted the WSJBGMP in June 1995 in 
accordance with Assembly Bill 3030  (AB3030) enacted  in 1992, which  is now codified  in the California 
Water Code Sections 10750 through 10755. 
  
In  the eastern half of  the San  Jacinto Groundwater Basin, EMWD and other cooperating agencies are 
working  cooperatively  toward  a  Stipulated  Judgment  that  would  enact  the  HSJWMP  and  form  a 
Watermaster  to  satisfy  the  requirements  of  the  previously  ratified  Soboba  Band  of  Luiseño  Indians 
Water Settlement Agreement. By a Memorandum of Understanding between the cooperating agencies, 
EMWD is acting in the capacity of the Watermaster until the Stipulated Judgment is ratified in court.  
 
The  vast majority  of  groundwater  level monitoring  is  performed  by  EMWD.  Other municipal water 
agencies allow EMWD access  to  their wells  for monitoring purposes, or monitor  their own wells and 
report them  to EMWD. The  frequency of water  level measurements varies based on the needs of the 
monitoring  agency,  but  at  a minimum wells  are monitored  twice  per  year  in  the  spring  and  fall  to 
capture the seasonal high and low water level. The wells that will be reported for the CASGEM program 
are a mixture of production wells and monitoring wells. 

3.3	Data	Gaps	
A data gap refers to an area that  lacks the density of monitoring wells that would allow seasonal and 
long‐term  trends  in  groundwater  elevations  to  be  determined  for  the  basin,  subbasin,  or  a  portion 
thereof. Data gaps may exist for a variety of reasons, including a lack of suitable monitoring wells, lack of 
groundwater  use,  access  issues,  and  jurisdictional  issues,  among  others.  DWR  may  make 
recommendations  for  the  location  of  additional wells. However, DWR  has  no  authority  to  require  a 
Monitoring Entity to install additional wells unless funds are provided for that purpose.  
 
There are currently no plans or funding to  install dedicated monitoring wells  in the areas where there 
are  no  wells  monitored  or  where  data  gaps  exist.  EMWD  would  be  interested  in  discussing  the 
installation of dedicated monitoring wells in areas where data gaps exist should outside funding become 
available. 
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4.0	Monitoring	Procedures	
The procedures and  instructions for the use of water  level measurement  instruments may vary slightly 

between monitoring agencies, but the basic scientific methods are the same. 

4.1	New	Wells	
A new well may be added to the network to fill data gaps and to replace destroyed wells or wells that 

have otherwise become un‐measurable. New wells are chosen based upon  their  location, depth, and 

screened  interval. A replacement well should be close enough to and screened  in the same zone such 

that  data  continuity  is maintained  for  that  area.  This  is  especially  important  in  confined  basins with 

multiple aquifers. An agreement with the property owner shall be obtained for entry to the well site and 

to gather contact information for measurement scheduling purposes. 

4.2	Establishment	of	Reference	Point	
Well are surveyed using high precision GPS to obtain good control data. Reference Points (RP) are flush 

with the top of the well casing or sounding tube. All water level measurements are made from this RP. 

RP elevations are listed in the table in Appendix A. 

4.3	Measurement	Methods	
All level measurements are intended to reflect static (non‐pumping) groundwater conditions. The 

following procedures are taken in order to ensure static groundwater conditions. 

Prior to taking a measurement: 

 Determine if any other pumping is taking place in the area that may influence the static water 

level of the well. 

 Confirm the status of the well. The well should have been in static (non‐operational) mode for at 

least 12 hours, preferably 24 hours.   

4.3.1	Electric	Sounding	Tape	Method	
This type of water level meter uses a battery and a small diameter probe on a narrow Z‐wire cable. An 
electrical circuit is completed when the probe comes in contact with the water, sending a signal back to 
the  reel where a  light and alarm are activated. The water  level  is determined by  reading  the nearest 
mark on the cable at the reference point. 
 
Prior to use: 

 Check that the tape is clean, free of kinks, cuts, and knots. 

 Clean the tape to ensure it is free of dirt and grime and that the markings are readable. 

 Check the charge on the batteries and replace as necessary. 

 Test the probe in a cup of tap water to ensure it is functioning properly. 

 Take an extra set of batteries into the field as backup. 
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Taking a measurement: 

 Check the previous reading on the fieldsheet to get an estimate of where the water level in the 

well may be. Look at previous measurements from the same season to get a better estimate of 

where the water level may be. 

 Lower the tape  into the well casing at the reference point. The tape should not be allowed to 

rub over the edge of the casing to avoid wear on the tape. While lowering the tape, ensure that 

the tape does not become hung up on the side of the casing or any obstructions in the well by 

monitoring the weight, or tension, of the hanging tape as it is lowered into the well. If the tape 

becomes hung up a change in this weight will occur. 

 The water surface is reached when the circuit is closed and the indicator light and alarm on the 

instrument are activated. Hold the tape at the nearest tenth mark at the RP with the nail of your 

index finger then raise the probe a couple of feet to open the circuit. Lower the probe until the 

circuit closes to check the accuracy of the reading. Mark the reading on the fieldsheet. 

 Reel  in the tape taking care not to allow the tape to rub across the casing edge. Rinse and dry 

the bottom portion of the tape to prevent cross contamination between wells. 

 Before  storing  the  tape  at  the  end  of  the  water  level  run  remove  the  batteries  from  the 

instrument. 

4.3.2	Pressure	Transducer	Method	
In  addition  to  regular  monitoring  of  water  levels  by  electric  sounding  tape,  EMWD  monitors 
groundwater elevations  in  selected  key monitoring wells  in  the  San  Jacinto Groundwater Basin using 
pressure  transducers  with  internal  data  loggers  (transducers).  Transducers  are  deployed  in  key 
monitoring wells for the frequent and regular recording of groundwater elevations in wells where semi‐
annual hand measurements do not adequately document the variability of water levels in the well. 
 
EMWD’s transducers are suspended by a direct‐read cable allowing the download of records from the 
device without removing it from the well. The cables are designed such that they do not stretch under 
the weight of the transducer. Special well caps are used on most installations that hang the cables in a 
secure manner and eliminate  the potential  for cable slip  that can occur when  the cable  is secured by 
winding or knotting excess cable to a stationary object. 

4.4	Data	Handling	and	Reporting	
After completion of all fieldwork, datasheets are collected and data is checked for any errors. The water 
level  data  are  then  entered  into  EMWD’s  Regional  Water  Resources  Database  (RWRD),  an  Oracle 
platform database. 
 
As per the guidelines for the State’s CASGEM program, the data will be uploaded electronically to the 
CASGEM website at a minimum twice per year (no later than Jan 1st and July 1st). The following is the 
standard information required to be uploaded for each measurement point. The guidelines are from the 
CASGEM Procedures for Monitoring Entity Reporting. 
 
Each groundwater level data measurement submitted to the online system should include: 

 Submitting agency ID 

 Well name 

 State well number 
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 Measurement date 

 Reference point and ground surface elevation 

 Depth to water 

 Measurement method and accuracy 

 Qualifying codes and (or) comments about the measurement 

 

The  entity  information, well  information,  and  groundwater  level  information will be provided by  the 

Monitoring Entity. Items labeled as required shall be submitted to DWR to accurately record and report 

groundwater  elevations.  Items  labeled  as  recommended  should  be  submitted  to  DWR  if  they  are 

available, as they assist in fully evaluating the quality of measurements. Items labeled as optional should 

be submitted if certain conditions related to the measurement apply. DWR will provide standard form(s) 

for Monitoring Entities  to  submit groundwater elevation data online. However,  if Monitoring Entities 

cannot use the standard form(s) or provide the data elements listed below, DWR will work cooperatively 

with Monitoring Entities to develop alternate methods of submitting data. 

4.4.1	Entity	Information	
All  entities  assuming  groundwater monitoring  functions  as  delineated  in  Section  10927  (a)‐(f),  shall 

submit the following information: 

 Required: Monitoring  Entity's  name,  address,  telephone  number,  contact  person  name  and 

email address and any other relevant contact information (Section 10928 (a) (1), 10928 (b) (1)) 

 Required: Name,  address,  telephone  number,  email  address  and  any  other  relevant  contact 

information  for  entities  collecting  data  that  is  submitted  by  a  designated  submitting  entity 

(Monitoring Entity) 

 Required: Groundwater basins being monitored 

o Identify entire basins monitored 

o Identify partial basins monitored 

4.4.2	Well	Information	
We  request  that  each  submitting  agency  submit  the  following  information  for  each  well  in  the 

groundwater monitoring network (see Appendix B). 

 Required: Unique local well designation or identification name, using the following protocol: 

o Agency  name,  abbreviation,  or  acronym  followed  by  a  sequential  number 

(EMWD25342) 

o Groundwater basin – followed by a sequential number (Llagas 03) 

o Geographic name – followed by a sequential number (Yolo 12) 

o Well names should be 15 characters long or less 

o Avoid  using  owner/business  names  or  specific  locational  information  for  privacy  and 

security 

 Recommended: State Well Number – assigned by DWR in most cases 

 Required:  Decimal  latitude/longitude  coordinates  of  well  using  horizontal  datum  NAD83, 

method of determining coordinates, and accuracy to which locations were determined 

 Required: Groundwater basin or sub‐basin 
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 Required: Reference point elevation of the well, feet using NAVD88 vertical datum 

 Required: Elevation of land surface datum at the well, feet using NAVD88 vertical datum 

 Recommended: Method by which land surface elevation was determined 

 Recommended: Accuracy of land surface datum measurement, in feet 

 Required: Use of well (e.g., dedicated monitoring, irrigation, domestic, etc.) 

 Required: Well completion type (e.g. single well, nested, or multi‐completion wells) 

 Required (if available): Depth of screened interval(s) and total depth of well 

 Recommended:  Written  description  of  location  of  well,  including  distance  from  nearby 

landmarks and location of reference point in relation to well appurtenances (DWR Form 429) 

 Recommended: Well  Completion  Report  (DWR  Form  188)  or  equivalent, which  includes  the 

following data 

o Lithologic log 
o Well construction log 
o Total depth of well 
o Screened interval(s) of well 
o Geophysical log (recommended) 

 NOTE: Well Completion Reports will not be posted online. However the reports, which are made 
confidential  by  Water  Code  Section  13752,  if  voluntarily  disclosed  by  a  Monitoring  Entity, 
become records that the Department may be required to disclose  in response to a request for 
public  records. Permission of  the well owner  should be obtained prior  to  submitting any well 
completion reports. 

 Optional: Well information comments 

 Optional:  Record  overwrites  existing  data  (specifies  that  information  is  an  update  of  record 
already in the database) 

4.4.3	Groundwater	Elevation	Information	
The following information shall be provided for each groundwater level measurement submitted by the 
Monitoring Entity (see Appendices C and D). 

 Required: Unique local station ID (or Station ID) (see naming procedure in Well Info, above) 

 Required: Measurement date 

 Optional: Measurement time military time (PST) 

 Required: Reference point elevation of the well, feet using NAVD88 vertical datum 

 Required: Elevation of land surface datum at the well, feet using NAVD88 vertical datum 

 Required: Depth to water below reference point, feet (unless no measurement was taken) 

 Required: Method of measuring water depth 

 Required: Accuracy of water depth measurement 

 Required/Optional: No measurement code  (required  if depth  to water  is null; must be null  if 
depth to water is not null) 

 Optional: Questionable measurement code (must be null if depth to water is null) 

 Required: Measuring  agency  identification  (limited  to  agencies  defined  in Monitoring  Entity 
Information, above) 

 Optional: Comments about measurement 

 Optional: Record overwrites existing data (specifies that  info  is an update of record already  in 
the database) 
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All  required  and  requested groundwater  level data  shall be  submitted electronically  to DWR’s online 
system. As stated above, if Monitoring Entities cannot use the standard form(s) or provide the necessary 
groundwater elevation data elements, DWR will work cooperatively with Monitoring Entities to develop 
alternate methods of submitting data The CASGEM online data submittal system will be compatible with 
the  Water  Data  Library  (WDL),  DWR’s  existing  groundwater  level  database,  and  will  include  data 
reporting  options  similar  to  those  in  WDL,  such  as  hydrographs,  seasonal  contour  data,  and  data 
downloads.  The  combined  accessibility  of WDL  and  CASGEM will  be  a  significant  resource  for  local 
agencies in making sound groundwater management decisions. 
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Appendix	A	–	List	Of	Monitoring	Network	Of	Wells	
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Appendix	B	–	General	Well	Data	Form	(DWR	Form	429)	
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Appendix	C	–	Groundwater	Level	Data	Form	for	Manual	Measurements	
(DWR	Form	1213)	
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Appendix	D	–	Groundwater	Level	Data	Form	for	Vented	and	Non‐vented	
Pressure	Transducer	with	Data	Logger	

 


